
Double Sided

Multilayer

STANDARD PANELIZATION GUIDELINES:

In order to help you design cost effective boards by obtaining the optimum useage of raw 

material, we have outlined the following parameters:

Standard Manufacturing Panel Sizes:

DESIGNING THE PANEL (PANELIZATION)
Using an 18" x 24" Manufacturing Panel Size, you can use these calculations to layout your
multi-up panel;

Customer Panel Size Number of Boards/Panels
7.25" x 8.25" 3 x 2 = 6 up
5.5" x 8.25" 4 x 2 = 8 up
5.5" x 5.5" 4 x 3 = 12 up
7.25" x 5.5" 3 x 3 = 9 up

5" x 7.5" 4 x 2 = 8 up
5" x 5" 4 x 3 = 12 up

TIP!
Use scoring instead of routing, to
minimize space between boards,
and maximize the number of
boards per panel!
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Ship Panel Edge (Typ.)

Mfg. Panel Edge (Typ.)

A – SHIP PANEL EDGE
Minimum dimensions .250" (Double or
Multilayer)

B – MANUFACTURING PANEL EDGE
Minimum dimensions
.500" (Double-sided)
1.00" (Multilayer)

C – INDIVIDUAL BOARD SPACING
Scoring 0.000"
Routing 0.100"

WIDTH (W): LENGTH (L):
12 16
12 18
14 24
16 18
16 21
18 24


